 ARUNDEL MILLS ‘BOULEVARD
IS ASSUMED TO' RUN IN
-~ A NORTH-SOUTH DIRECTION
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INTERCONNECT
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EXISTING SIGNING
TO BE REMOVED
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A. REMOVE EXISTING SIGNAL POLE. MAST ARM,
NEW SIGNAL POLE AND SIGNAL HEADS HAVE BEEN INSTALLED AND ARE OPERATIONAL.

EXISTING
SIGNAL HEAD

'PROPOSED

EXISTING

SIGNAL HEAD

NEMA PHASING -

SIGNAL HEADS TO BE REMOVED

. e Y

BV TYE. L7

SIGNAL HEADS. AND SIGNS.

‘B, INSTALL 12 IN. X 27 FT. GALVANIZED STEEL MAST ARM PCLE WITH TWIN
' 50 FT./70 FT. MAST ARMS. SIGNAL HEADS., 20 FT. STREET LIGHTING ARM WITH 250
WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE AND SIGNS (NOTE: 1-3 IN.

SCHEDULE 80,

- » -

TOomMMmMoO

NI OTVOZTr R =

CAP AND ABANDON EXISTING CONDUIT,
INSTALL 6 FT. X 30 FT. QUADRUPOLE (3-6-3 TURNS) LOOP DETECTOR ENCASED
"~ IN l/g INCH FLEXIBLE TUBING.
" REPLACE EXISTING 5-SECTION SIGNAL HEAD WITH 3-SECTION SIGNAL HEAD.
INSTALL NEW 3~SECTION SIGNAL HEAD ON EXISTING MAST ARM.
" CONNECT NEW CONDUIT TO EXISTING HANDHOLE.
INSTALL MICRC-LOCOP PROBE SET.
~ MAINTAIN EXISTING CONTROLLER AND POWER SOURCE.
INSTALL 24 IN. STOP LINE.
REMOVE EXISTING MAST ARM MOUNTED SIGN.
REWIRE EXISTING LOOP DETECTOR FROM HANDHOLE IN EXISTING CONDUIT.
INSTALL 6 FT. X 6 FT. QUADRUPOLE (4 TURNS) LOOP DETECTOR ENCASED IN -
-4 INCH FLEXIBLE TUBING (SAMPLING LOOP).
SEE INTERCONNECT PLANS FOR CONDUIT., INTERCONNECT CABLE.
MAINTAIN EXISTING LOOP WIRING IN EXISTING CONDUIT.

90 DEGREE POLYVINYL CHLORIDE CONDUIT BEND).
AND SIGNS PRIOR TO ACTIVATION. .

INSTALL HANDHOLE.
INSTALL 4 IN. GALVANIZED STEEL ELECTRICAL CONDUIT (DETECTOR WIRE SLEEVE).

INSTALL 4 IN. SCHEDULE 80 RIGID PVC CONDUIT SLOTTED PRIOR TO FINAL PAVEMENT OVERLAY.

INSTALL 3 IN. SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED.
ABANDON HANDHOLES AND DETECTORS.

AFTER

BAG SIGNAL HEADS

s

AND HANDHOLE INSTALLATION.

— e
| ——
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l&ua&g\sﬁﬂzﬂ!Qﬂghuoy\dgn\lm&&drddﬂﬂn .

12

3 55 6 7.8

3A

21

g2

06

'PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY

- FLASHING .<3—4—1--

' OPERATION f

INTERCONNECT CONDUIT AND
CABLE. SEE INTERCONNECT

PLANS

REVISIONS

APPROVALS

Reconstruct for new
geometrics, 4/00
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